Serie TOH

Supporti su tubo ovale (30x15 mm), ad innesto
su orizzontale e punto fisso.

TOH Series

Supports on oval tube (30x15 mm). To be inserted
into horizontal profiles and single point
supports.

Supporti mensole in legno o vetro.
Da abbinare a cavalieri TOA.CAV2.

Supports for wood/glass shelves.
To be matched with TOA.CAV2 saddles.

TOH & @ ¢ v o [
TOH.010S.___ 100 55 - 40
TOH.018S.___ 180 55 132 40
TOH.028S. 280 55 232 85
TOH.038S._ 380 55 332 30
TOH.018P.___ 180 55 182 40
TOH.028P.___ 280 556 232 35
TOH.038P.___ 380 332 30
TOH.A28P.___ 280 70 232 35
TOHA38P.___ 380 70 332 30
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@ ToAcCAV2.
Specifico per supporti:
Specific for supports:
*TO3
*TO2

*S03
*TOH

Supporto inclinato a 35°
con punti fermagruccia con distanza 48 mm.

Inclined 35° support
with pin to stop hangers at 48 mm distance.

Finiture Acciaio

Finishings | Steel Fe] TOH.IN

Cromato lucido (7 denti) }

Polished chrome CHL (7 notches) TOH.INO7. 290 230 . o5
Nickel argento satinato

Satinized silver-nickel NKS

codice code

* Asterisco = la finitura potrebbe non essere in pronta consegna.
XXX XXXX. XXX

Asterisk = finishing not always ready in stock. Loading capacity of 2 supports at 60 em distance.

@ Capacita di carico per coppia di supporti su campata 60 cm.

I

Quote espresse in millimetri.
Dimensions are in millimeters.

Accessori correlati
Related accessories
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DATI CAPACITA DI CARICO

LOADING CAPACITY DATA

VALUTAZIONE
DEL CARICO o——

THE
EVALUATION
METHOD
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* | punti di ancoraggio dei profili,
interessati dalla prova di carico,
sono cerchiati in rosso.

* [ supporti di prova sono
posizionati a centro doga e con

carico uniformemente distribuito.

* ‘L’ indica la distanza minima fra
due supporti uguali, necessaria
per garantire la portata indicata.

« All profiles fixing points,
involved in the load test, are
highlited in red color.

* Tested supports are placed in the
middle of the profile with an
evenly distributed load.

* ‘! indicates the minimum
distance between two equal
supports necessary to guarantee
the indicated load capacity.

Quote espresse in millimetri.
Dimensions are in millimeters.

Serie TOH
Serie SHB / Sk
Serie SHT
Serie 22H

Accessori correlati
Related accessories






